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S T U D I O 8 S E R I E S

The new Jamo Studio will help 
rejuvenate the brand globally, with focus 

on Asia and EMEA. A value-oriented 
restatement of the line with an all new 
modern, compact design making Jamo 

Studio an exciting, ideal solution for 
urban living environments globally.

Launch Date

Global: SEPTEMBER 2017



I N D I V I D U A L  S K U s

S 809 Floorstander
3 x 5.25” Polyfiber HCC Woofers

1” Soft Dome DTT Tweeter

Ready

S 803 Monitor
5.25” Polyfiber HCC Woofer

1” Soft Dome DTT Tweeter

Ready

S 83 CEN Center
2 x 5.25” Polyfiber HCC Woofers

1” Soft Dome DTT Tweeter

S 810 SUB
10” Polyfiber HCC Woofer

Front-Firing

150W Amplifier 

S 8 ATM
4” Polyfiber HCC Full Range

S 807 Floorstander
2 x 5.25” Polyfiber HCC Woofers

1” Soft Dome DTT Tweeter

Ready

S 801 Monitor
4” Polyfiber HCC Woofer

1” Soft Dome DTT Tweeter

S 81 CEN Center
2 x 4” Polyfiber HCC Woofers

1” Soft Dome DTT Tweeter

S 808 SUB
8” Polyfiber HCC Woofer

Front-Firing

100W Amplifier 

F L O O R S

B O O K S

C E N T E R S

S U B S

A T M O S

S 805 Floorstander
1 x 5.25” Polyfiber HCC Woofer

1” Soft Dome DTT Tweeter



H S C  PAC K S

S  8 0 9  H C S  
5 . 0
2  x  S  8 0 9
2  x  S  8 0 1
1  x  S  8 1  C E N

S  8 0 7  H C S  
5 . 0
2  x  S  8 0 7
2  x  S  8 0 1
1  x  S  8 1  C E N

S  8 0 5  H C S  
5 . 0
2  x  S  8 0 5
2  x  S  8 0 1
1  x  S  8 1  C E N

S  8 0 3  H C S  
5 . 0
2  x  S  8 0 3
2  x  S  8 0 1
1  x  S  8 1  C E N



F E E T  D E TA I L S



D O L B Y  AT M O S
Metal feet align with conductive metal  
metal contacts on Floor-Standing 
speaker

Conductive metal connection between 
Topper and Floor-Standing speaker 
means the back face of the Topper can 
be kept free of any inputs.

Conductive metal contact points 
on top of Floor-Standing speaker 
(same contacts also on top of 
S 803 bookshelf speaker).



D O L B Y  AT M O S :  F I N I S H  D E TA I L S

Grille
MDF frame wrapped in linen acoustic fabric. Magnetic 
attachment to cabinet.
Desired elements from reference image;
1. Color
2. Large woven pattern, creating a heavy texture
3. Areas of light and dark material mixed throughout.

Note: With Topper in place, grille slides up 
and orients on new set of magnets.



D O L B Y  AT M O S :  S U B W O O F E R  D E TA I L S
Cabinet
Finish option 1. MDF with white or black, matte finish 
paint(3-5% gloss level)
Finish option 2. MDF with matte vinyl finish

Base
Finish option1. MDF with oak veneer
Finish option 2. MDF with vinyl wrap

Logo
Adhesive backed 
“metal” letters with 
sandblast [matte] 
finish in PMS 8402

Slim design assumes more of a side-firing 
orientation. 
For reference, the assumed dimensions for 
these images are 17”H*6.5”W*14”D.

Also, this concept assumes non-removable grille.

Amp panel position is on the bottom 
(underneath) face.



T H A N K  Y O U  F O R  
Y O U R  S U P P O R T.




