C912 SUB

12" — 400 W - Active Subwoofer




The Concert C912 SUB features lightweight Injection Moulded
Graphite (IMG) cones delivering clean, powerful bass with

e minimal distortion. Equipped with a flared front-firing port
reducing noise while allowing flexible placement against walls or
in cabinets.

F ( ! a t u r( E S Equipped with D Class amplifier, the C212 SUB provides

impressive power with dual RCA inputs. The variable crossover
filter and phase switch enable precise audio tuning for any room.
This model also includes built-in wireless receiver compatible
with the WA-2 transmitter (sold separately), utilising 2.4GHz
technology for high-resolution audio transmission with minimal
latency - offering the perfect balance of wireless convenience and
audiophile sound quality without compromising performance.

12" Long Stroke Woofer
Injection Moulded Graphite (IMG)
Cone Technology

Creating a pure, fast motion with less
cone break-up for clean, tight bass.

D-Class 400W Built-in Amplifier
Audiophile grade amplifier provides
impressive low end with permanent
available head room.

WA-2 Transmitter Compliant
Jamo (2.4Ghz wireless technology)
Ensures true audiophile, high resolution
audio with exceptionally low latency,
providing the freedom of wireless
without compromising quality.

Available Colours and CMF Options

Q Matte White

Jamo



Technical

Speci

Acoustical Features

Connectivity & Audio

Electrical Features

Product Main
Information

ications

Type

Speaker Drivers Configuration
& Technologies

Bandwidth (+/-3dB)
Low-frequency Cut-off (-6dB)
Maximum Volume (SPL @ Im)
Wireless Streaming Feature
Amplification Power (Rated/Max)
Inputs

Adjustable Low-pass

Adjustable Phase

Power Supply

Power Consumption

Dimensions Hx W x D (mm)
Hx W x D (inches)

Included Accessories
Net Product Weight

Available Colours

Bass reflex subwoofer,
Front-firing driver, front ported

300 mm / 12" long stroke woofer
IMG cone technology

29 Hz-125Hz

25Hz

114 dB

WA-2 wireless port

200 W /400 W - D Class
Dual RCA / LFE line In
40Hz /200 Hz

0° /180°

ACI100-120V/60Hz
220-240V/50Hz

Standby mode: < 0.5 W

454 x 356 x 480 mm
17.89"x13.99"x18.88"

Grille / power cord
14.5kg / 32 Ibs
O Matte White

Jamo



